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September 10, 1993 93-RF-11237 

J. K. Hartman 
Assistant Manager 
Transition and Environmental Restoration 
Do5 RFO 

Attn: R. J. Schassburger 

SAMPLING DECREASE AT OPERABLE UNIT 2 (OU2) SURFACE WATER FIELD TREATABILITY 
UNIT (FTU) - NMH-469-93 

Environmental Restoration ManagemenUFacility Operations Management (ERM/FOM) is 
proposing to modify the current sampling plan at the OU2 FTU. OU2 project management 
agree the reduction in sampling is justifiable and appropriate. 

Current sampling per fiscal year at the FTU consists of 1,300 samples and costs 
approximately $1,000,000. The large number of samples are for the Field Treatability 
Study Report. This document was submitted to the agencies for review/comment on July 13, 
1993. Additional samples are no longer required other than the sampling stipulated in the 
Interim Measure/lnterim Remedial Action Plan (IM/IRAP). There will be a cost reduction 
of approximately $530,000 associated with the decrease of sampling frequency. No impact 
on the program will occur as the extra samples were required only for the report which has 
now been completed. The sampling changes are as follows: 

influent sampling will continue. The Sitewide Surface Water sampling program has in 
the past and will continue in the future to sample the IM/IRAP surface water stations 
SW-59, SW-61, and SW-132. EWFOM feels that there is no need to duplicate these 
sampling locations, therefore the OU2 FTU personnel would cease sampling activities 
at these surface water stations. These samples will be flow weights to calculate 
influent to the system. 

The OU2 FTU will collect and analyze one influent grab sample per week. The influent 
sampling will take place at sampling location RS-2 {Equalization Tank). This will 
provide a more representative sample of the influent to the FTU than the current 
sampling location RS-1 (SW-59, SW-61, and SW-132). 

Samples taken at RS-5, (rad removal system effluent) will be analyzed every two 
weeks. If possible, this sample may be analyzed onsite to reduce analytical costs. This 
sample is representative of the effectiveness of the rad removal system, and is not 
used to determine if Applicable or Relevant and Appropriate Requirements (ARARs) 
treatment goals have been met. 
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One Volatile Organic Compound (VOC) analysis will be taken weekly to monitor the 
granular activated carbon lead unit for VOC breakthrough (sample location RS-6). 
This sample will be analyzed onsite, utilizing the 881 General Laboratories, portable 
gas chromatographs, or the gas chromatograph that will soon be installed in Building 
891 (Operable Unit 1). Current RS-6 samples are analyzed offsite at independent 
laboratories, at a significant higher cost. 

With the approval of the Department of Energy (DOE), the Colorado Department of Health 
(CDH), and the Environmental Protection Agency (EPA), the current OU2 Sampling and 
Analysis Plan will be revised to reflect these changes. 

If you have any questions, please contact Ty Vess at extension 6540. 

/Mw%J- 
N. M. Hutchins, Acting 
Associate General Manager 
Environmental Restoration Management 
E G G  Rocky Flats, lnc. 
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